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001-512 DMX address setting 
1Ch 1 channel mode 
3Ch 3 channel mode 
4Ch 4 channel mode 
8Ch 8 channel mode 
000-099 Jump mode from slow to fast 
000-099 Fade mode from slow to fast 
000-099 Pulse mode from slow to fast 
000-099 Dimming head 1 warm white 

000-099 Dimming head 1 amber 
000-099 Dimming head 2 warm white 
000-099 Dimming head 2 amber 

ON Enable display 
OFF Disable display if no operation 
Atxx Head 1 temperature 

Btxx Head 2 temperature 



  

1  000-255 Dimming all LEDs tungsfen function 
 

1  000-255 Master dimming 
2  000-255 Dimming head 1 tungsten function 

3  000-255
 Dimming 
head 1 
tungsten 
function 

  

Dimming head 2 tungsten function 
 

1  000-255 Dimming head 1 warm white 

2  000-255 Dimming head 1 amber 

3  000-255 Dimming head 2 warm white 

4  000-255 Dimming head 2 amber 

 

1  000-255 Master dimmer 

2  000-255 Dimming head 1 warm white 

3  000-255
 
Dimming 
head 1 
tungsten 
function 
  

Dimming head 1 amber 

4  000-255 Dimming head 2 warm white 

5  000-255 Dimming head 2 amber 

6  
000-004 No function 
005-255 Strobe from slow to fast 

7  

000-50 No Function 

051-100 Jump mode from slow to fast 
101-150 Fade mode from slow to fast 
151-255 Pulse mode from slow to fast 

8  000-255 
If CH7=0~50, speed for dimming 
If CH7=51~255, speed for macro from slow to fast 
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