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Press  off existing modes. Press  return the last modes. 
 

Automatic mode will enable you to run the automatic programs on the product. 
To turn on Automatic mode: 
1. Press  on the remote controller. 
2. Press  or  to choose between the different auto programs. 
 

Sound-Active mode will enable the product to respond to the music. 
To turn on Sound-Active mode: 
1. Press  on the remote controller. 
2. Press  or  to choose between the different sound programs. 
 

To adjust the strobe speed of the automatic program and the sound active program. 
1. Press  on the remote controller. 
2. Press or  to either increase or decrease the speed of the program. 
3. Press again to turn off the strobe. 
 

To adjust the speed of the automatic program and the sound active program. 
1. Press  on the remote controller. 
2. Press  or  to either increase or decrease the speed of the program. 
 

To adjust sound sensitivity for in Sound-Active mode 
1. Press  on the remote controller. 
2. Press  or  to either increase or decrease sound sensitivity. 
 

To enable DMX or disallow DMX on the product. 
Press  on the remote controller, the product work on the DMX controlling modes. 
 

1. Press  on the remote controller. 
2. Press , , , , (red, green, blue or amber) to choose your colour. 
3. Press again , , , , (red, green, blue or amber) to close your colour. 
4. Press or  to either increase or decrease the percentage of each colour. 

To adjust the FADE speed of the automatic program, the sound active program and the manual mode. 
1. Press on the remote controller. 
2. Press again to turn off the Fade mode.  
 

To adjust the brightness value of the automatic program, the Sound active program and Manual Mode. 
Press digit  to  to change different brightness on the device. 



  

 

Addr 9CH DMX address setting 
5CH 
4CH 
3CH 

Stat S 01-19 Static colors 

Auto Au 1-9 Select auto program 

Soun So 1-9 Select sound program 

SPEE SP 1-9 Select speed for auto or sound program 
SEnS SE 1-9 Sound sensitivity 

Colo r000-255 Red (0-100%) 
g000-255 Green (0-100%) 

b000-255 Blue (0-100%) 
A000-255 Amber (0-100%) 

dIMM dI1-dI 9 Master dimming 
SILE on/oFF Silent scene by Sound program 
SLAV Slave Slave 
InFr on/oFF Enable or Disenable IR remote 

 
 

 

1 Colour 000-255 Red (0-100%) 
2 000-255 Green (0-100%) 

3 000-255 Blue (0-100%) 
 
 

1 Colour 000-255 Red (0-100%) 
2 000-255 Green (0-100%) 
3 000-255 Blue (0-100%) 

4 000-255 Amber (0-100%) 
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