
BPL410
156.100 V1.1



  

 

1.Static (Color) (Dimming) 
LED-1 0-255 
LED-2 0-255 
LED-3 0-255 

LED-4 0-255 
STROBE 0-20 

2.Macro 1-16  

3.Show  (Speed) 
AUTO 0-20 
FADE 0-20 

SNAP 0-20 
L1-STRO  0-20 
L2-STRO 0-20 

L3-STRO 0-20 
L4-STRO 0-20 

4.Sound  (Sensitivity) 

SOUND1  0-100 
SOUND2 0-100 
SOUND3 0-100 

1.Channel (Options)  
004/008  

2.DMX512 (Address)  

001-512  
3.Slave (Mode)  

OK  

4.WiFi WiFi Icon  
1.White Balance (Color) (Brightness) 

LED-1 127-255 

LED-2 127-255 
LED-3 127-255 
LED-4 127-255 

2.Show Battery Icon YES/NO  
3.Display Sleep ON/15Sec/30Sec/60Sec  
4.Autolock ON/OFF Password [Up Down Up Down Enter] 

5.Infrared Setting ON/OFF  
6.Wireless Setting ON/OFF  
7.Factory Reset Password [Up Down Up Down] 

Enter] 
 

1.WORK (Hours) 001-999 
2.SOFT (Version) V.xxx 
3.BATT (Percent) 10-100 

  



  

1  000-255 LED1 from darkness to brightness 

2  000-255 LED2 from darkness to brightness 

3  000-255 LED3 from darkness to brightness 

4  000-255 LED4 from darkness to brightness 

1  000-255 Total dimmer ,from dark to bright 

2 
 000-009 Strobe close 

 010-255 Strobe open, from slow to fast 

3  000-255 LED1 from darkness to brightness 

4  000-255 LED2 from darkness to brightness 

5  000-255 LED3 from darkness to brightness 

6  000-255 LED4 from darkness to brightness 

7 

 000-009 No function 
 010-029 Led Selection: CH8 select Led 
 030-049 Jump change: CH8 control speed 

 050-069 Gradual change: CH8 control speed 
 070-089 Pulse change: CH8 control speed 
 090-109 LED1 Strobe: CH8 control speed 

 110-129 LED2 Strobe: CH8 control speed 
 130-149 LED3 Strobe: CH8 control speed 
 150-169 LED4 Strobe: CH8 control speed 

 170-189 All LED Strobe: CH8 control speed 
 190-209 Sound1 
 210-229 Sound2 

 230-255 Sound3 

8  000-255 
Select Led;  
CH7 speed control, from slow to fast; 
Sound Sensitivity from weak to strong 
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